A UNPLUG CORD BEFORE ADJUSTING LENGTH

r 1) Slide cap towards cord to open plug.
2) Remove cord by pulling straight up.

3) Cut cord to desired length using cutting
pliers or scissors. Do not separate or skin
wires ends.

4) Before reinserting cord into plug, make
sure that ribbed side is aligned with wide
blade contact (neutral).

5) Align cord with end of cavity and then
push it straight down making sure both
contacts go through cord's insulation.

6) Slide cap towards plug end until plug is

*__ Wide blade contact = Neutral fully closed.
Contact de lame large = Neutre

DEBRANCHER LE CORDON AVANT D'AJUSTER
LA LONGUEUR

1) Glisser le couvercle vers le fil pour
Ribbed side = Neutral ouvrir la fiche.

Coété nervuré = Neutre : : -
2) Retirer le cordon en tirant tout droit

f vers le haut.

4 3) Couper le cordon a la longueur désirée
a l'aide de pinces coupantes ou de ciseaux.
Ne pas séparer les fils ou dénuder les
extrémites.
J 4) Avant de reinsérer le cordon dans la
fiche, s‘assurer que le coté nervuré est
aligné avec le contact de lame large
{neutre).

5) Aligner le cordon avec le bout de la
cavité et le pousser tout droit vers le
bas en s'assurant que les deux contacts
passent a travers lisolation du fil.

6) Glisser le couvercle vers I'extrémité de
la fiche jusqu‘a ce qu'elle soit
complétement fermée,
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