
 

 

 

 

 

1EB-CNI 

Coefficients Of Utilization - Zonal Cavity Method 

Effective Floor Cavity Reflectance: 20%  

RCC %: 80 70 50 30 10 0 
RW %: 
RCR: 0 

1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
 

70 50 30 0 
1.19 1.19 1.19 1.19 
1.11 1.08 1.04 1.01 
1.04 .97 .92 .87 
.96 .88 .81 .76 
.90 .80 .73 .67 
.84 .73 .65 .60 
.78 .67 .59 .54 
.73 .61 .54 .48 
.68 .57 .49 .44 
.64 .52 .45 .40 
.60 .49 .41 .37 

 

70 50 30 0 
1.16 1.16 1.16 1.00 
1.09 1.05 1.02 .90 
1.01 .95 .90 .80 
.94 .86 .80 .71 
.88 .79 .72 .64 
.82 .72 .65 .57 
.76 .66 .59 .52 
.71 .61 .53 .47 
.67 .56 .49 .43 
.63 .52 .45 .39 
.59 .48 .41 .36 

 

50 30 20 
1.11 1.11 1.11 
1.01 .99 .97 
.92 .88 .84 
.84 .78 .74 
.76 .70 .66 
.70 .64 .59 
.64 .58 .53 
.59 .53 .48 
.55 .48 .44 
.51 .44 .40 
.47 .41 .37 

 

50 30 20 
1.06 1.06 1.06 
.97 .96 .94 
.89 .85 .82 
.81 .77 .73 
.74 .69 .65 
.68 .63 .58 
.63 .57 .53 
.58 .52 .48 
.53 .48 .43 
.50 .44 .40 
.46 .41 .36 

 

50 30 20 
1.02 1.02 1.02 
.94 .92 .91 
.86 .83 .81 
.79 .75 .72 
.72 .68 .64 
.66 .62 .58 
.61 .56 .52 
.56 .51 .47 
.52 .47 .43 
.49 .43 .39 
.45 .40 .36 

 

0 
1.00 
.89 
.79 
.70 
.62 
.56 
.50 
.46 
.41 
.38 
.35 

 

 

 

 

 

 

 

All product dimensions and speci cations are subject to change without prior notice.

Tresco® Phone: 1-800-227-1171      Fax: 1-502-491-2215     www.trescolighting.com      cservice@trescolighting.com

P/N: LED-1EB-CNI   
Lamp Output: 1 lamp(s), rated 

Lumens/lamp: 68.58562
Max Candela: 37.8 at Horizontal: 180°, 

Vertical: 2.5° 
Input Wattage: 2.6
Test Lab: Intertek
Photometry: Type C
CIE Class: Direct
Cuto  Class: Full Cuto
Nema Type: 6 X 6

 

1EB-WNI 

Coefficients Of Utilization - Zonal Cavity Method 

Effective Floor Cavity Reflectance: 20%  

RCC %: 80 70 50 30 10 0 
RW %: 
RCR: 0 

1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
 

70 50 30 0 
1.19 1.19 1.19 1.19 
1.12 1.08 1.05 1.02 
1.04 .98 .92 .88 
.97 .88 .82 .77 
.90 .80 .73 .68 
.84 .73 .66 .60 
.78 .67 .60 .54 
.73 .62 .54 .49 
.69 .57 .50 .45 
.65 .53 .46 .41 
.61 .49 .42 .37 

 

70 50 30 0 
1.16 1.16 1.16 1.00 
1.09 1.06 1.03 .90 
1.02 .96 .91 .80 
.95 .87 .81 .72 
.88 .79 .73 .64 
.82 .72 .65 .58 
.77 .66 .59 .53 
.72 .61 .54 .48 
.67 .56 .49 .44 
.63 .52 .45 .40 
.60 .49 .42 .37 

 

50 30 20 
1.11 1.11 1.11 
1.02 .99 .97 
.92 .88 .85 
.84 .79 .75 
.77 .71 .67 
.70 .64 .60 
.65 .58 .54 
.60 .53 .49 
.55 .49 .44 
.51 .45 .40 
.48 .41 .37 

 

50 30 20 
1.06 1.06 1.06 
.98 .96 .94 
.89 .86 .83 
.82 .77 .74 
.75 .70 .66 
.69 .63 .59 
.63 .57 .53 
.58 .53 .48 
.54 .48 .44 
.50 .44 .40 
.47 .41 .37 

 

50 30 20 
1.02 1.02 1.02 
.94 .93 .91 
.86 .84 .81 
.79 .76 .72 
.73 .68 .65 
.67 .62 .58 
.62 .57 .53 
.57 .52 .48 
.53 .48 .44 
.49 .44 .40 
.46 .41 .37 

 

0 
1.00 
.89 
.79 
.71 
.63 
.57 
.51 
.46 
.42 
.38 
.35 

 

 

 

 

 

P/N: LED-1EB-WNI    
Lamp Output: 1 lamp(s), rated 

Lumens/lamp: 66.81974
Max Candela: 37.2 at Horizontal: 0°, 

Vertical: 2.5° 
Input Wattage: 2.5
Test Lab: Intertek
Photometry: Type C
CIE Class: Direct
Cuto  Class: Full Cuto
Nema Type: 6 X 6
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