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The PowerDrive CAB screw features a self-tapping head 
which enables it to sit perfectly flush with the surface.

ADVANTAGES
 · Oversized head provides 4 times the holding power 

of a conventional screw head

 · Large diameter prevents screw head from pulling 
through the panel

 · Easy self-drilling thanks to the type 17 point

 · Perfect fit for FastCap 9/16" screw caps

 · Universal size convenience with  
a #10 gauge (4.9 mm) diameter

 · Zinc coated for corrosion resistance

SUPERIOR HOLDING 
POWER

no. Length Qty/Box

FtKnC17Z10118Ct 1 1/8" (29 mm) 200

FtKnC17Z10118 1 1/8" (29 mm) 2000

FtKnC17Z10114Ct 1 1/4" (32 mm) 200

FtKnC17Z10114 1 1/4" (32 mm) 2000

FtKnC17Z10112Ct 1 1/2" (38 mm) 200

FtKnC17Z10112 1 1/2" (38 mm) 2000

FtKnC17Z10134Ct 1 3/4" (44 mm) 200

FtKnC17Z10134 1 3/4" (44 mm) 2000

FtKnC17Z102Ct 2" (51 mm) 200

FtKnC17Z102 2" (51 mm) 1500

FtKnC17Z10212Ct 2 1/2" (64 mm) 200

FtKnC17Z10212 2 1/2" (64 mm) 1500

FtKnC17Z103Ct 3" (76 mm) 200

FtKnC17Z103 3" (76 mm) 1500

FtKnC17Z104Ct 4" (102 mm) 200

FtKnC17Z104 4" (102 mm) 1000

FtKnC17Z105Ct 5" (127 mm) 200

FtKnC17Z105 5" (127 mm) 1000

cAbINET 
INSTALLATION 
ScREWScAb

Oversized Flat Head
4x the holding power of a 
conventional screw head

#10 Square Drive

Excellent stick-fit and superior 
cam-out resistance

Type 17 point
No pre-drilling required for 
increased installation speed


