
Instructions for directional recessed light LED panel
Instructions pour Luminaires directionnels encastrés à DEL

GBL24092000/GBL2409200185
GBL2409200900

GBL24092000

GBL2409200185

GBL2409200900

3000K 
warm white 
blanc chaud

4000K 
neutral white
blanc neutre

With power cord and plug / Avec cordon d'alimentation et fiche :

DP2412 : 12W, dimmable / graduable, class(e) 2.
DP2424 : 24W , dimmable / graduable, class(e) 2.
DP2450 : 50W , dimmable / graduable, class(e) 2.

With power cord and plug integrated junction box / Avec cordon 
d'alimentation et fiche boîte de jonction intégrée :

DH2424 : 24W, dimmable / graduable, class(e) 2.
DH2436 : 36W, dimmable / graduable, class(e) 2.
DH2460 : 60 W, dimmable / graduable, class(e) 2.
DH2496 : 96W, dimmable / graduable, class(e) 2.
NDH24096030 : 96W, not dimmable / non graduable, class(e) 2.

Compatible drivers (sold separately):
Transformateurs disponible (vendus séparément) :

Ri chelieu  of f ers  a 5 year  warrant y t hat covers  repair  or  replacement of def ect ive  part s of t he housing, opt ics , and elec t ronics  

To c ont act Ri chelieu  cust omer service  call  t o 1 800 361-6000

Ri chelieu  of f re  une garant ie  de 5 ans couvrant la  répara t ion  ou le  remplacement des pièces  déf ect ueuses du boît ie r , des opt iques  et des composant s

éle ct ronique s. P our cont act er  le  service  à la  clien t èle  de Richelieu , appelez  au 1 800 361-6000.
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Micro24 Junction Box(Not 
included/Non inclus)

Micro24

GBL24092000

GBL2409200185

GBL2409200900

550 lm

550 lm

550 lm

9W

9W

9W

3. 26" (83mm)

SLIM LED
PANEL, 2CCT

Personalize 
the ambience 
in a room by 

programming the 
lighting color and 

intensity!

Richelieu's LED panel is a versatile 
lighting product that enables six different 
configurations with one single product.

■ Easily program between 2 CCT: 
  warm white (3000 K) 
 or neutral white (4000 K)
■ Simple and quick installation with 
 Micro 24 quick connection technology
■ Dimmable

■  Watts: 6 W
■  Tension: 24 V
■  Mounting: recessed
■  Luminous efficiency: 65 lm/W
■  Luminous flux: 400 lm
■  Color rendering index: 80 CRI
■  Bore hole: 3 11/32" (85 mm)

Benefits
No

PNL2406200 Satin nickel

Black

White

Changeable switch
Warm white (3000 K)

Neutral white (4000 K)

Included: White light panel, 2 mounting rings  
(black and satin nickel), connector, color changing 
switch, extension cable and quick connectors.

CANADA  Tel. : 1 800 361-6000  Fax : 1 800 363-0193
UNITED STATES  Tel. : 1 800 619-5446  Fax : 1 800 876-7454


