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BAFFLE 
SYSTEME

The Andromeda design is part of our new acoustical baffles 
collection called Constellation, by FeltKutur. It is a very 
interesting decorative line if you want to have a creative and 
unique interior design. 

Sound absorption : 

The design of this baffle system consists of chevron, which is a 
decorative motif in the shape of a V, or as we usually call it, the 
zigzag. It is a very interesting decorative line if you want to have 
a creative and unique interior design.

Andromeda stands out for its elegance and beauty

APPLICATIONS
■ Stores
■ Restaurants
■ Conference room

ADVANTAGES
■ Made of 100% polyester, with up to 50% recycled PET fibers  
     depending on the color.
■ Fire resistance ASTM-E84, CLASS A 
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 PROPERTY TARGET MIN MAX UNITS METHOD FREQUENCY

Thickness - Mean 6.4 (¼") 5.9 6.9 mm ASTM-DS729/MOD 1/skid 
(man. - 10 oz)

Surface weight - Mean 1100 1000 1200 g/m2 ASTM-S3776/MOD 1/skid 
(sla 6.9 cm)

FELT SPECIFICATION
DÜOTEX 6.4MM

PRODUCT IDENTIFICATION

PRODUCT Düotex 6.4mm (¼") FR FINISHING TREATMENT Fire retardant

DESCRIPTION  Düotex 6.4mm architectural series COATING TYPE Latex

PRODUCT TYPE Needlepunch nonwoven CUTTING STYLE Raw panel

FIBER COMPOSITION Polyester

FIRE RESISTANCE*

ASTM E-84 FSI : Class A SDI : Class A
CAN/ULC-S102 FSR : 20 SDC : 420

ACOUSTIC ASTM C423**

INDEX NO AIR GAP WITH 25.4MM (1") AIR GAP
SAA 0.23 0.34
NRC 0.23 0.34
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PRODUCT #: N14COADRGV44


