
MOD. SYSTEM VETRO 40 DRAG 
7002.06971 REV. 00

Mechanisms for manual telescopic glass doors

Meccanismi per porte in vetro a trascinamento

Max Ø8,00 mm

NO OK
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12 TO KEEP IF USED ON TRACKS 
WITH GUIDING SLOT 

DA UTLIZZARE CON I BINARI CON CAVA

TO KEEP CUT IF USED ON TRACKS
 WITHOUT GUIDING SLOT 

TAGLIARE CON I BINARI SENZA CAVA
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CORRECT POSITIONING

 MAX.12,9  MIN.8,2 

15Nm

Vetro 40 Drag
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Ceiling/Soffitto

Wall with brackets
Parete con squadrette

Wall/Parete

Growth is based on respect, protection is a duty. / La crescita si basa sul rispetto, proteggere è un dovere.



Posizione per aggancio scorrevole
Position to connect the trolleyOPEN
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SAFETY BLOCK
Blocco di sicurezza
Safety block

Posizione con scorrevole agganciato
Position with trolley connected
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CLICK30
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32 3331
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CLICK

TROLLEY 
RELEASE

CLOSE THE DOOR SLOWLY AT FIRST AUTOMATIC LOAD AFTER INSTALLATION

CHIUDERE LA PORTA LENTAMENTE AL PRIMO CARICAMENTO AUTOMATICO DOPO L’INSTALLAZIONE
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