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CAUTION
RISK OF ELEKTRIC SHOCK
DRY LOCATION USE ONLY

USE ONLY WITH
CLASS 2 POWER UNIT

FOR WALL; CEILING,
UNDER-CABINET OR
CABINET USE ONLY
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CAUTION
RISK OF ELEKTRIC SHOCK
DRY LOCATION USE ONLY

USE ONLY WITH
CLASS 2 POWER UNIT

FOR WALL; CEILING,
UNDER-CABINET OR
CABINET USE ONLY

inch
(mm)

Typ L-1 in (mm) X ± 0.02 (0,5 mm) Watt

811209512... 3.74 (95) 3.58 (91) 1.0

811212012... 4.72 (120) 4.57 (116) 2.0

811224512... 9.65 (245) 9.49 (241) 3.9

811239512... 15.55 (395) 15.39 (391) 6.8

811254512... 21.46 (545) 21.29 (541) 9.6

811269512... 27.36 (695) 27.20 (691) 12.5
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	Safety information
	1.	 Assembly only by a skilled electrician in compliance with applicable regulations
	2.	 Use only as intended (indoors, kitchens, etc.)
	3.	 To prevent hazards, a damaged outer flexible cable of this lamp may be replaced only by the manufacturer or 
			  a similar trained technician.
	4.	 Beware of sharp edges, risk of injury
	5. 	Disregard of these assembly instructions voids the manufacturer‘s warranty
	6. 	The LED lighting element of this lamp cannot be replaced
	7. 	Technical changes reserved

7

6

4 5




