
One product with selectable switch for 3 CCT (K) choices

The most 
versatile puck 

light in the 
market!

The most versatile puck light in the market. 
Featuring slim profile, magnetic finish plate, 
superior aluminum heat sink, and quick-connect 
on the body of the puck light for easy installation.

ADVANTAGES AND BENEFITS
■  Selectable switch to allow choice of  

3000 K, 4000 K or 5000 K in one product
■  Quick-connect on the body of the light  

with a 78 3/4" (2000 mm) power cable
■  Recess installation
■  Dimmable
■  Superior LED performance and lifespan
■  Removable magnetic finish plate
■  Aluminum heat-sink construction creates  

minimal heat emission
■  Frost glass lens, smooth 360º wide spread

TECHNICAL SPECS
■  Tension: 24 V dc 
■  Watts: 4 W 
■  Luminous flux: 200 lm
■  Color Rendering Index: CRI 90
■  Product: 5/8" (16 mm) H x 2 15/16" (75 mm) Ø
■  Bore hole: 1/2" (12 mm) D x 2 5/8" (66 mm) Ø

PUCK LED
LIGHT, 3 CCT
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Magnetic 
finish plate

No. Finish

PK2404300900 Black

PK2404300185 Satin nickel

PK240430030 White

Satin nickelBlack White

Changeable switch

Warm white (3000 K)

Neutral white (4000 K)

Cool white (5000 K)

Included: LED puck, magnetic finish plate, 
78 3/4" (2 m) power cable with Micro24 
connector, switch to change color.

Quick-
connect 
for easy 
installation
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3PUCK LED

LIGHT, 3CCT

The most 
versatile 

puck light in 
the market!

Versatile and ideal for different types of 
applications such as commercial display lighting, 
recessed ceiling lighting, ambient lighting, kitchen 
and furniture recessing, etc.

■ Dimmable 
■ Quick-connect on the body of the light
■ Selectable switch to allow the choice of 
 warm white (3000 K), neutral white (4000 K), 
 or cool white (5000 K) all in one product
■ Superior LED performance and lifespan
■ Magnetic finish plate
■ Aluminum heat sink construction creates  
 minimal heat emission
■ Frosted glass lens, smooth 360º wide spread 
■ Bore hole Ø: 2 5/8" (66 mm)
■ Bore hole depth: 1/2" (12 mm) 

■  Watts: 4 W
■  Tension: 24 V
■  Mounting: recessed
■  Luminous flux: 200 lm
■  Color rendering index: 90 CRI

BenefitsMagnetic 
finish plate

CANADA  Tel. : 1 800 361-6000  Fax : 1 800 363-0193
UNITED STATES  Tel. : 1 800 619-5446  Fax : 1 800 876-7454

Included: LED puck, mounting ring, connection cable  
of 6" (304 mm), power cable 78 3/4" (2 m) with Micro24 
connector, switch to change color.

No. Finish

PK2404300900 Black

PK2404300185 Satin nickel

PK240430030 White

Change CCT by 
mechanical switch

Warm  
white  
(3000 K)

Neutral 
white  
(4000 K)

Cool  
white  
(5000 K)

Quick-connect for 
easy installation

Satin nickel

Black

White


