TRAVEL LENGTH

CLOSED POSITION

FLUSH OR UNDER
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@. FOR RAIL LENGTHS 10.60, 13.12, & 16.30 THIS DIMENSION
- I8 1.06. FOR RAIL LENGTH 6.50 IT IS .50.

10. SLIDE IS PROVIDED WITH DETENT IN CLOSED POSITION.

5. SLIDE IS PROVIDED WITHE SILENCING BUMPERS IN THE OPEN
AND THE CLOSED POSITIONS .

B. SLIDE IS UNHANDED.

7. EOLES OTHER THAN THOSE SEOWN MAY BE IN THE SLIDE MEMBERS
AT ACCURTDE OPTTON.

€. USE ONLY #6 TRUSS HEAD, M-6 FURG SCREWS OR ACCURIDE
SPECIAL #8 SCREW {P/N:2410-3218) FOR MOUNTING THROUGH
SLIDE MEMBERS. MAX .080 HIGH X .310 DIAMETER SCREW HEAD

CLEARANCE MECESSARY IN ORDER TO CLEAR TRAVERSING BALL
RETATNER.

5. WIDTH OF SLIDE IS MEASURED IN THE CLOSED POSITION, ACROSS
THE AREA WHERE THE SLIDE MEMBERS ARE FULLY ENGAGED WITH
BALL BEARINGS.
FINISH: ELECTRO-ZINC FLATED, CERCMATE COATED.
('C'=CLEAR BINC, 'CB'=RLACK BINC)

3. LUBRICANT: HIGH-LOW TEMFERATURE GREASE.
2. BALL BEARINGS: CARBURIZED STEEL.
1. MATERIAL: SLIDE MEMBERS AND COMPONENT PARTS:

WORK HARDENED COLD ROLLED STEEL

NOTES: UNLESS OTHERWISE SPECIFIED.
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